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Abstract—Put here a short (1 paragraph) abstract of your project, summarizing the system/countermeasure designed, its advantages, the methodology used for evaluating the design/prototype, and the evaluation results.
I. INTRODUCTION
T
HE introduction section should (1) motivate your design, i.e., explain why a design of such system or countermeasure is important, (2) summarize the related work (i.e., who else designed a similar system/countermeasure), (3) summarize the methodology you used to evaluate your design/prototype, (4) summarize the results of your evaluation, (5) summarize the implications of the results (i.e., the “So what?” question), (6) summarize the principles of designing secure systems that have been employed in the design.  
This section should be one page or less.

II. Related Work

This section should explain who else has designed same or similar system/countermeasure, how their design is similar and how it’s different from your design.

III. System Design

This section should explain the most interesting parts of your design. Provide rationale for the design decisions. Explain which principles of designing secure systems have been employed by your design. 
IV. System Prototype

Explain details of the prototype implementation.
V. System Evaluation

This section should provide details of the evaluation, using the following subsections. This section should take about 50% of your report!
A. Evaluation Methodology
This section should explain how the system was evaluated. Focus on the most important for the reader elements of your evaluation. 
B. Results
This section should describe the results of the evaluation. Remember to keep the description of the evaluation and the description of the results in separate sub-sections.
C. Discussion

This section should discuss what the results of evaluation mean.
VI. Discussion

Discuss pros and cons of your design, as well as limitations and advantages of it. 

This section should be about one page.
VII. Conclusion

This section should summarize the report in 1-2 paragraphs. Although a conclusion may review the main points of the report, do not replicate the abstract as the conclusion. A conclusion might elaborate on the importance of the work or suggest applications and extensions.
VIII. Helpful Hints

A. Figures and Tables

Position figures and tables at the top and bottom of each column. Large figures and tables may span both columns. Place figure captions below the figures; place table titles above the tables. If your figure has two parts, include the labels “(a)” and “(b)” as part of the artwork. Please verify that the figures and tables you mention in the text actually exist. Please do not include captions as part of the figures. Do not put captions in “text boxes” linked to the figures. Do not put borders around the outside of your figures. Use the abbreviation “Fig.” even at the beginning of a sentence. Do not abbreviate “Table.” Tables are numbered with Roman numerals. 
Figure axis labels are often a source of confusion. Use words rather than symbols. As an example, write the quantity “Magnetization,” or “Magnetization M,” not just “M.” Put units in parentheses. Do not label axes only with units. As in Fig. 1, for example, write “Magnetization (A/m)” or “Magnetization (A
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m(1),” not just “A/m.” Do not label axes with a ratio of quantities and units. For example, write “Temperature (K),” not “Temperature/K.” 
Multipliers can be especially confusing. Write “Magnetization (kA/m)” or “Magnetization (103 A/m).” Do not write “Magnetization (A/m) ( 1000” because the reader would not know whether the top axis label in Fig. 1 meant 16000 A/m or 0.016 A/m. Figure labels should be legible, approximately 8 to 12 point type.

B. References

Number citations consecutively in square brackets [1]. The sentence punctuation follows the brackets [2]. Multiple references [2], [3] are each numbered with separate brackets [1]–[3]. When citing a section in a book, please give the relevant page numbers [2]. In sentences, refer simply to the reference number, as in [3]. Do not use “Ref. [3]” or “reference [3]” except at the beginning of a sentence: “Reference [3] shows ... .” Please do not use automatic endnotes in Word, rather, type the reference list at the end of the paper using the “References” style.

Number footnotes separately in superscripts (Insert | Footnote).
 Place the actual footnote at the bottom of the column in which it is cited; do not put footnotes in the reference list (endnotes). Use letters for table footnotes (see Table I). 

Please note that the references at the end of this document are in the preferred referencing style. Give all authors’ names; do not use “et al.” unless there are six authors or more. Use a space after authors’ initials. Papers that have not been published should be cited as “unpublished” [4]. Papers that have been accepted for publication, but not yet specified for an issue should be cited as “to be published” [5]. Papers that have been submitted for publication should be cited as “submitted for publication” [6]. Please give affiliations and addresses for private communications [7].

Capitalize only the first word in a paper title, except for proper nouns and element symbols. For papers published in translation journals, please give the English citation first, followed by the original foreign-language citation [8].[image: image3.png]°
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C. Abbreviations and Acronyms

Define abbreviations and acronyms the first time they are used in the text, even after they have already been defined in the abstract. Abbreviations such as IEEE, SI, ac, and dc do not have to be defined. Abbreviations that incorporate periods should not have spaces: write “C.N.R.S.,” not “C. N. R. S.” Do not use abbreviations in the title unless they are unavoidable (for example, “IEEE” in the title of this article).

D. Equations

Number equations consecutively with equation numbers in parentheses flush with the right margin, as in (1). First use the equation editor to create the equation. Then select the “Equation” markup style. Press the tab key and write the equation number in parentheses. To make your equations more compact, you may use the solidus ( / ), the exp function, or appropriate exponents. Use parentheses to avoid ambiguities in denominators. Punctuate equations when they are part of a sentence, as in
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Be sure that the symbols in your equation have been defined before the equation appears or immediately following. Italicize symbols (T might refer to temperature, but T is the unit tesla). Refer to “(1),” not “Eq. (1)” or “equation (1),” except at the beginning of a sentence: “Equation (1) is ... .”

E. Other Recommendations

Use one space after periods and colons. Hyphenate complex modifiers: “zero-field-cooled magnetization.” Avoid dangling participles, such as, “Using (1), the potential was calculated.” [It is not clear who or what used (1).] Write instead, “The potential was calculated by using (1),” or “Using (1), we calculated the potential.”

Use a zero before decimal points: “0.25,” not “.25.” Use “cm3,” not “cc.” Indicate sample dimensions as “0.1 cm ( 0.2 cm,” not “0.1 ( 0.2 cm2.” The abbreviation for “seconds” is “s,” not “sec.” Do not mix complete spellings and abbreviations of units: use “Wb/m2” or “webers per square meter,” not “webers/m2.” When expressing a range of values, write “7 to 9” or “7-9,” not “7~9.”

A parenthetical statement at the end of a sentence is punctuated outside of the closing parenthesis (like this). (A parenthetical sentence is punctuated within the parentheses.) In American English, periods and commas are within quotation marks, like “this period.” Other punctuation is “outside”! Avoid contractions; for example, write “do not” instead of “don’t.” The serial comma is preferred: “A, B, and C” instead of “A, B and C.”

If you wish, you may write in the first person singular or plural and use the active voice (“I observed that ...” or “We observed that ...” instead of “It was observed that ...”). Remember to check spelling. If your native language is not English, please get a native English-speaking colleague to carefully proofread your paper.
A general IEEE style guide and an Information for Authors are both available at http://www.ieee.org/web/publications/authors/transjnl/index.html
Appendix

Appendixes, if needed, appear before the acknowledgment.

Acknowledgment

The preferred spelling of the word “acknowledgment” in American English is without an “e” after the “g.” Use the singular heading even if you have many acknowledgments. Avoid expressions such as “One of us (S.B.A.) would like to thank ... .” Instead, write “F. A. Author thanks ... .” Sponsor and financial support acknowledgments are placed in the unnumbered footnote on the first page, not here.
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Fig. 1.  This is an example of how graphs should be placed in the report.


 





TABLE I


Units for Magnetic Properties


Symbol�
Quantity�
Conversion from Gaussian and


CGS EMU to SI a�
�
(�
magnetic flux�
1 Mx ( 10(8 Wb = 10(8 V·s�
�
B�
magnetic flux density, 


  magnetic induction�
1 G ( 10(4 T = 10(4 Wb/m2�
�
H�
magnetic field strength�
1 Oe ( 103/(4() A/m�
�
m�
magnetic moment�
1 erg/G = 1 emu 


  ( 10(3 A·m2 = 10(3 J/T�
�
M�
magnetization�
1 erg/(G·cm3) = 1 emu/cm3


  ( 103 A/m�
�
4(M�
magnetization�
1 G ( 103/(4() A/m�
�
(�
specific magnetization�
1 erg/(G·g) = 1 emu/g ( 1 A·m2/kg�
�
j�
magnetic dipole 


  moment�
1 erg/G = 1 emu 


  ( 4( ( 10(10 Wb·m�
�
J�
magnetic polarization�
1 erg/(G·cm3) = 1 emu/cm3


  ( 4( ( 10(4 T�
�
(, (�
susceptibility�
1 ( 4(�
�
((�
mass susceptibility�
1 cm3/g ( 4( ( 10(3 m3/kg�
�
(�
permeability�
1 ( 4( ( 10(7 H/m 


  = 4( ( 10(7 Wb/(A·m)�
�
(r�
relative permeability�
( ( (r�
�
w, W�
energy density�
1 erg/cm3 ( 10(1 J/m3�
�
N, D�
demagnetizing factor�
1 ( 1/(4()�
�
This is an example of how tables should be placed in the report.

















�It is recommended that footnotes be avoided (except for the unnumbered footnote with the receipt date on the first page). Instead, try to integrate the footnote information into the text.
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